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= |nstalacao no Windows

Execute o TLP-400 Label Printer Driver com a Impressora
ligada e conectada no computador.

TLP-400LabelPrin
terDriverlnstall_Y
1.1

Clique no botao Install.

ﬁl Setup - TLP-400 Label Printer Driver -

Ready to Install

Setup is now ready to begin installing TLP-400 Label Printer Driver an your
computer,

Click Install to continue with the installation.

Install ‘ Cancel




Aguarde o término da instalacdo e clique em Finish.

ﬁ! Setup - TLP-400 Label Printer Driver —

Completing the TLP-400 Label
Printer Driver Setup Wizard

Setup has finished installing TLP-400 Label Printer Driver on
your computer,

Click Finish to exit Setup.

Finish




Ainda com a impressora conectada, abra a ferramenta Tanca
Label Printer Tool. Clique em Connection Test para realizar o
teste de conexao da Impressora com o computador.
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Communication with printer
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Port: COoM2: Config Port

Printer Driver: Canon MB5100 series FAX

List of Printers

400 Add Printer

410
420
500

Muodify Printer

Delete Printer

Connection Test

Shaw Printer Info

Set Printer Download

SUCCESS >

Connection Successful

Ok I Cancelar




Cligue em Download.
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Port: COomz2: Config Port

Printer Driver: Canon MES100 series FAX

List of Printers
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Delete Printer

Connection Test

Show Printer Info

Set Printer Download

Selecione o arquivo TLP400_TZPL_TPPLA_TPPLB.bin e clique
em Update para atualizar o Firmware da Impressora.

Download *

Program  Character Library

Select A Printer Firmware:

IC:‘n,l_.lsers‘n,DESktup‘n,TLP"fIDD_'I?PL_TPPL.ﬁ._TPPLEI.bin [ Select Firmware i

| Update |




Na ferramenta Tanca Label Printer Tool, cligue em Set Printer.
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Communication with printer
(®) UsE

Port: CoM2:

Printer Driver: Canon MB5100 series FAX

List of Printers

Config Port

400
410
420
500

Set Printer

Download

Add Printer
Modify Printer
Delete Printer

Connection Test

Show Printer Info

Selecione a aba User Def e clique nas opcoes Command Type,
para selecioner qual protocolo deseja utilizar e clique em Set

para setar o protocolo escolhido.

Set Printer

Ethernet Serial

Restore Ectury setlings

Printer Parameter Setting Location Test PRM Print | User Def
EEEI:': Disable b Set
Command type: Label Command Set
Command type: TZPL W Set
Paper width: TPPLE Sat
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Nos Dispositivos e Impressoras do Windows, clique com o

botdo direito em cima de Tanca TLP-400, véd em Propriedades
da Impressora e escolha de acordo com o protocolo escolhido
anteriormente em Tanca Label Printer Tool.
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Ver o que esta sendo impresso
Definir como impressora padrao
Preferéncias de impressdo
Propriedades da impressora

Excluir fila de impressao

RV L W WY

Criar atalho

Tanca TLP-400 TPPLA
Tanca TLP-400 TPPLE
Tanca TLP-400 TAPL

Remover dispositivo

Solugdo de problemas

Propriedades




Cligue em Imprimir Pagina de Teste para imprimir um teste de
impressao do Windows.

E%.J Propriedades de Tanca TLP-400 TPPLA
Gerenciamento de Cores Sequranca About
Geral Compartihamento Paortas Avancado
=® anca TLP-400 TPPLA
Local:
Comentario:
Meodelo: Tanca TLP-400 TPPLA
Recursos
Cor Mio Papel disponivel:
Frente e verso: Sim Custom A
Grampeamento: Nio 100mm * 180mm
100rmm * 100rmm
Veloc: Desconhecido(a) 100mm * 150mm
Resolugdo maxima: 203 dpi 100mm * 203mm v
Preferéncias... Impririr Pagina de Teste
QK Cancelar Aplicar




= Suporte Técnico

As Impressoras Térmicas Tanca sao fabricadas com alto padrao
de qualidade. Em caso de falha que venham ocorrer durante o
periodo de garantia, solicitamos que entre em contato com a
Tanca para a troca do equipamento através dos nossos telefones,
da nossa plataforma de atendimento:

http://tancasuporte.mysuite2.com.br/empresas/tanc/central.php

ou através do e-mail: suporte@tanca.com.br




