“Uranca
TP825 Driver Setup Guide

Run the “TP825_Setup.exe” on the disk sent with the printer.
Then click “OK” ( see the following picture).

' Setup - TPB25 Thermal Printer Driver E|§|E]

Welcome to the TP825 Thermal Printer
Driver Setup Wizard
This will install TPE2S Therrnal Printer Driver on your cormputer,

It is recornmended that you dose all other applications before
cantinuing.

Click Mext to continue, or Cancel to exit Setup,

MNext = |[ Cancel I

Then click “Next” ( see the following picture).

1 Setup - TP825 Thermal Printer Driver

License Agreement H J
Please read the folowing important information before continuing, e |

Please read the following License Aareement. You must accept the terms of this
agreement before continuing with the installation.

SOFTWARE LICEMSE AGREEMEMNT *

IMPORTAMT - PLEASE READ CAREFULLY! The software you are about to download
will b licensed to you, the licenses, on the condition that you agree with us to the
terrns and conditions set forth in this legal agreerment, PLEASE READ THIS
AGREEMEMT CAREFULLY. YioLWILL BE BOUND BY THE TERMS OF THIS
AGREEMEMT IF wOU IMSTALL, DOWHMNLOAD, COPY, OR OTHERWISE USE THE
SOFTWARE. If wou do not agree to the terms contained in this agreement, please
do not install or download the software, Please record the date of download in
order to activate the limited ninety (900 day watranty (zee below),

o1 accept the agreement
()1 do not accept the agreement
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Choose “T accept the agreement”, (see the following picture).

i Setup - TP825 Thermal Printer Driver

License Agreement ~ J
Please read the folowing irmportant information before contining. ey f

Flease read the following License &greement. You must accept the terms of this
agreement before continuing with the installation,

SOFTWARE LICEMSE AGREEMEMT

IMPORTAMT - PLEASE READ CAREFULLY! The software you are about to download
will be licensed to you, the licensee, on the condition that you agree with us to the
termns and conditions set forth in this legal agreement. PLEASE READ THIS
AGREEMEMNT CAREFULLY, YoOU WILL BE BOUND BY THE TERMS OF THIS
AGREEMEMT IF ¥OU INSTALL, DOWHRNLOAD, COPY, OR OTHERWISE LUSE THE
SOFTWARE, If vou do not agree to the terms contained in this agreement, please
do not install or download the software, Please record the date of download in
order to activate the limited ninety (90) day watranty (see below),

®1 accept the agreement

{1 do not accept the agreement:

£ w Mext = l [ Cancel I

Then click “Next” (see the following picture).

fles Setup - TP825 Thermal Printer Driver E||E|E|

Select Destination Location H J
wWhere shiould TP225 Thermal Printer Driver be installed? P f

’_-J Setup will install TRE2S Thermal Printer Driver into the following folder,

To continwe, click Mext, If you would like to select a different foldet, click Browse,

| _:hArguivios de programas, TPE2S

| [ Browse. ..

At least 5,3 ME of free disk space is required.

\ 4

= Back ﬂ[ Mext = l [ Cancel
—

The driver is installed on the assigned file of C driver by default. If you would like to install on a different
file, please click “Browse” and choose your file, then click “Next” (see the following picture).
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1 Setup - TP825 Thermal Printer Driver

Ready to Install ~ 1
Setup is now ready to begin instaling TP22S Thermal Printer Driver on your = |
COMpLIter, e sy

Click Install to continue with the installation, or click Back if vou want to review or
change any settings,

Destination location:
A\ Arguivos de programas TPE25

Erglizk

<Back Jf  Instal | [ Cancel I

Then click “Install” (see the following picture).

o, Setup - TPB25 Thermal Printer Driver

Installing 1
Please wait while Setup installs TPE25 Thermal Printer Driver on your computer, = |

Firishing installation. ..

IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIi

TP3Z5 Printer Printer was created successfully

Erglizk

Canicel

Click “OK” (see the following picture).
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i Setup - TPB25 Thermal Printer Driver E“E”Xl

Completing the TP825 Thermal Printer
Driver Setup Wizard

Setup has finished instaling TPE25 Thermnal Printer Driver on
yOLUr Computer,

Click Finish to exit Setup.

Einish

Click “Finish”, and the Printing Drive is installed on your computer.
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How to test the communication ports with TP825 Driver?

After installed TP825 driver, follow the steps:

"start"—"settings" —"printers and faxes"—"TP825 Printer"—" Properties"
(see the following picture).

Abrir

e e Definir como impressora padr3o
Preferéncias de impressao, ..

Pausar impressao

Caompartilhamenta, ..
Isar impressara off-line

Criar atalbo
Excluir

Renomear

Propriedades

Pop up the TP825 properties window (see the following picture).

& TPB25 Printer Propriedades

[ Seguranga i Configuraces do dizpositivo | Abaut . |
Geral | Caompartihamenta ( Partaz || Avancada |
"'\.I 3

@ F325 Frinter |

Local: ‘ |

Coamentario:

tModelo:  TPEZ5EM

Recurzos
Cor: Mao Papel disponivel;
Frente e verso: Nao Printer 80[F2.1] « 297 mm

Grampeamento; Mao

Yeloc.: Desconhecidola)

Rezolugdo maxima: 203 dpi

Preferénciaz de impressﬁu...] [ |mprimir pagina de teste ]

[ (] 4 H Cancelar ] Aplicar
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Test with the serial communication port for print test page

Print test page with serial communication port, click "ports" (see the following picture).

& TPB25 Printer Propriedades |2|E|
~ Seguranga I Corfigurages do dispasitivo , About .. d
Geral Compartilharnento Partas Avangado

5
@ TP325 Printer

Imnprimir nalz] portalz) a seguir. 0z documentos serdo impreszos na
primeira porta livre selecionada.

[

Porta Dezcrgio Impressora
Ll LPTZ  Portade impressora

L LPT3  Portade impressora 3
O COM2 Porta serial
O COM3: Porta serial
O] COmM4: Parta serial
COkT: Porta zerial
O COMS: Paorta serial

[ £

’ Adicionar porta... ] [ Excluir porta ] [ LConfigurar porta...

Ativar suparte bidirecional

[] tivar pool de imprezs3o

[ ak. H Cancelar H Aplicar

Choose the corresponding serial port. For example “COM1: Serial Port”, then click “Configure Port...” to
set the serial port, Bits per second must be the same with the baud rate of the printer. Click “Ok” and
finish the setting of the serial communication port (see the following picture).
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Bitz por zegundo;

3200

Bitz de dados:

Bitz de parada: | 1

Paridade: | Menhum

Contrale de fluxo: | Hardware

[ RBestaurar padri

=

l

v

[ ok

H Carcelar ][

Aplicar ]]l

Click “Apply,” (see the following picture).

& TPB25 Printer Propriedades

| Seguranga ||

[ Geral

|| Compartilharnento

5
E?é TPS25 Prirter

Imnprimir nalz] portalz) a seguir. 0z documentos serdo impreszos na
primeira porta livre selecionada.

Portaz

Configuragdes do dizpositivo !

Abaut . |

Avangado |

Porta

U LPTZ:
O LPTz:

O comz
L com3z:
O com4:
COk1:
O coms:

Dezcigao Impressora
Porta de impreszsora

Porta de impreszara

Puorta zenial

Puorta zenial

Puorta zernial

TP325 Frinter

Farta zenal

Fuorta zernial

>

W

’ Adicionar porta... ] [

Excluir porta

] [ Configurar parta. .

Abivar suporte bidirecional

[] &tivar pool de impress3o

Cancelar
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Then click “General”, (see the following picture)

& TPB25 Printer Propriedades

| —rmemanca i Configuraces do dizpositivo | Abaut . |
Geral | Caompartihamenta |i Partaz || Avancada |

- | TPE25 Frinter |

Local ‘ |

Cormgntario:

tModglo:  TPEZ5EM

Fegurzos
Cof Mao Papel disponivel;
Frefite e verso: Nao Printer 80[F2.1] « 297 mm

Grampeamento; Mao

Yelbo.: Desconhecidola)

Refolugdo maxima: 203 dpi

T ot e :][[ Irnprimir pagina de teste ]

Then click “Print Test Page”. If the printer can print test page normally, the printer and your PC is set
correctly and this communication port is working.
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Seguranca [ Configuragfies do dispositivo |f About . |
Portaz Avangado |

)
i Geral [ Caompartiharnenta

5
E’}’ g TFa25 Printer

Irmprinir nalz) portalz) a sequir. Oz documentos serdo impressos na
primeira porta livre selecionada.

[

Parta Dezcricdo Impresszora
LI coM3: Porta gerial

O CcOM4: Porta zerial

O coM1: Porta serial -
O COME: Porta serial

L UsE... Yirtual printer port fa...

W

[ Adicionar porta... l [ Excluir porta l [ Configurar porta...

Alivar suporte bidirecional

[] ativar poal de impress3o

—— _
]

Choose “USB Virtual Printer Port” then click “Apply” (see the following picture)
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| Seguranca [ Configuragfies do dispositivo [

[ Geral

[ Caompartiharnenta Portaz

5
E’ré TP325 Prirter

Irmprinir nalz) portalz) a sequir. Oz documentos serdo impressos na
primeira porta livre selecionada.

About . |

Avangado |

Porta

O comz
O coms:
O comr:
O coms:
O FILE:
O use..

Dezcricdo Impresszora
Parta zerial

Parta zerial

Parta zerial

Parta zenal

[mprinnir em arquivo

‘irtwal printer port fa... TPS

‘irtal printer port fa...

| *

W

[ Adicionar porta... l [ Excluir porta l [ Configurar porta...

Alivar suporte bidirecional

[] ativar poal de impress3o

Cancelar
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Then choose “General” (see the following picture)

& TPB25 Printer Propriedades

[ Seguranga i Configuraces do dizpositivo | Abaut . |
Geral | Compartilharnento |i Portas i Ayancado |

Local: ‘ |

Coamentario:

tModelo:  TPEZ5EM

Recurzos
Cor: Mao Papel disponivel;
Frente e verso: Nao Printer 80[F2.1] « 297 mm

Grampeamento; Mao

Yeloc.: Desconhecidola)

Rezolugdo maxima: 203 dpi

Preferénciaz de impressdo. . ][[ |mprimir pagina de teste ]

Then click “Print Test Page”. If the printer can print test page normally, the printer and your PC is set
correctly and this communication port is working.
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Test with Ethernet/LAN communication for the print test page

X

& TPB25 Printer Propriedades

[ Configuractes do dispozitivo {| Ahout . |

Partas Avangado |

[ Seguranca
i Geral [ Compartilharnerta

. TPS25 Printer

Irnprimir na(z) portalz) a geguir. Os documentos zerdo imprezsos na
primeira parta livre selecionada.

[

Impreszora

Porta Descricdo

LI LPTZ:  Portade Impressora
O COM2  Porta serial

O COMZ  Porta serial

O COM4:  Porta serial
COM1:  Porta senial

O COMS:  Parta serial

< | =

| £

] [ Configurar parta...

l Adicionar porta... Excluir porta

Afivar suporte bidirecional

[] ativar pool de impresz3o

Click “Add Port...” (see the following picture)

Printer Ports

Available port bypes:
Local Port

Standard TCPSIP Pork

Mew Part Tvpe... I [New Port... H Zancel ]

Then choose “New Port...” (see the following picture).
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Add Standard TCPSIP Printer Port Wizard E|

Welcome to the Add Standard
TCP/IP Printer Port Wizard

Y'ou use this wizard to add a part far a netwaork. printer.
Before continuing be sure that;

1. The device is turnied on.
2. The netwark iz connected and configured.

To continue, click Next.

Mext » ][ Cancel

Click “Next” (see the following picture)

Add Standard TCP/IP Printer Port Wizard

Add Port
For which device do pou wart to add a port?

Enter the Printer Mame or IP addrezz. and a port name for the desired device.

Printer Mame or IP Address:

Fort Mame:

¢ Back “ Mext » ][ Cancel ]

Input “192.168.1.87” after “Printer Name or IP Address”. Click “Next”, (see the following picture)
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Add Standard TCP#IP Printer Port Wizard

Additional Port Information Bequired
The device could not be identified.

The device iz not found on the network. Be sure that:

1. The device iz turned on.

2. The network is connected.

3. The device iz properly configured.

4. The addrezs on the previous page iz conect.

[f pow think, the address is ot corect, click Back to return to the previous page. Then comect
the address and perform another zearch on the network. [ pow are sure the address is comect,
zelect the device twpe below.

Device Type

(OF=E e Il G eneric Metwork Card

3 Custom

[ < Back ” MHeut = ][ Cancel l

Click “Next” (see the following picture)
Add Standard TCP/IP Printer Port Wizard X

Completing the Add Standard
TCP/IP Printer Port Wizard

Y'ou have zelected a port with the following charactenstics.

SHRP: Mo
Protocol; R, Port 3100
Device: 192168.1.87

Port Marme: IP_192168.1.87
Adapter Type: Generic Metwork Card

To complete this wizard, click Finizh,

< Back ]l Firizh ][ Cancel

Click “Finish”. TCP/IP standard printing communication port is added completely.

Rua Eng. Jorge Oliva 73 - Vila Mascote - Sao Paulo/SP - CEP 04362-060 Fone: 11-4305-9100



Seguranga || Configurages do dispasitivo { Abaut . |

Geral i Compartilharnento Partas Avangado |

5
E?é TPS25 Prirter

Imnprimir nalz] portalz) a seguir. 0z documentos serdo impreszos na
primeira porta livre selecionada.

Porta Deszcrigaon Impressora
U COM3: Paorta serial
O ComM4: Paorta serial
O ComM1: Paorta serial e
U ComMS: Paorta serial

>

£

’ Adicionar porta... ] [ Excluir porta ] [ LCanfigurar porta...

Abivar suporte Qidirecilal
[] &tivar poal de impress

Eerhar Lancelar o
 Se— L =

Click "IP_ - Standard TCP/IP Port”, then click “Apply”. Next click “General” (see the following picture).
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Seguranga || Configurages do dispasitivo { Abaut . |

Geral i Compartilharnento Partas Avangado |

5
E?é TPS25 Prirter

Imnprimir nalz] portalz) a seguir. 0z documentos serdo impreszos na
primeira porta livre selecionada.

>

Porta Dezcrigaon Impressora

Ll COM1: Porta serial

O COMS:  Porta serial

LI FILE:  Imprimir e arquiva

L] USE.. ‘“ittual printer part for USE

O UsE.. Witual printer port for LISB
Standard TCP/IP Port

’ Adicionar porta... ] [ Excluir porta ] [ LCanfigurar porta...

Abivar suporte bidirecional

[] &tivar pool de impress3o
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Then choose “General” (see the following picture)

& TPB25 Printer Propriedades

[ Seguranga i Configuraces do dizpositivo | Abaut . |
Geral | Compartilharnento |i Portas i Ayancado |

Local: ‘ |

Coamentario:

tModelo:  TPEZ5EM

Recurzos
Cor: Mao Papel disponivel;
Frente e verso: Nao Printer 80[F2.1] « 297 mm

Grampeamento; Mao

Yeloc.: Desconhecidola)

Rezolugdo maxima: 203 dpi

Preferénciaz de impressdo. . ][[ |mprimir pagina de teste ]

Then click “Print Test Page”. If the printer can print test page normally, the printer and your PC is set
correctly and this communication port is working.
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Location: | |

Comment;

M odel: BO0EN
Features

Calor: Mo Paper available:

Double-sided: Mo Printer 80[F2.1] « 297 mm

Staple: Mo

Speed: Unknown

M aximum rezolution; 203 dpi

[F'rinting Preferences. .. ’ Print Test Page ]

[ 0K J[ Cancel ] Apply

Then click “Print Test Page”. If the printer can print test page normally, the printer and your PC is set
correctly and this communication port is working.
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Cutter and Cash Drawer Settings
1. Choose “property” of TP825 —Choose “General” —Choose “Printing References”(See the following
picture)

& TPB25 Printer Propriedades

Abaout .. |
Ayangado |

[ Seguranga [ Configuraces do dizpositiva i

Geral | Compartilharmento

i Fortaz i

i PE25 Printer |

Local: | |

Comentario:

Modelo: TP325EM

Recurzoz

Cor: Mao

Frente e verso Mao

Papel dizponivel:

Printer 80[72.1] « 297 mm

Grampeamento: Mao

Yeloo.: Desconhecidola)

Reszolugdo maxima: 203 dpi

Preferéncias de impressaoa. . ]][ Imprimir pagina de teste ]

Cancelar
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2. Choose “Paper/Quality” — “Paper Source” set the cutter( “Report Cut” means cut paper automatically
after finish printing. — “Media” set the cash drawer — Choose “Apply” —”OK” finish setting.

& TPB25 Printer Preferéncias de impressao

Layout F'apel.-"qualidade|

Selecdo de bandejas

A

Cutter Settings

Fonte de papel: 5 Automatica

_—_—

Midia: Cash Drawer #1 After Printing w

A 4

Cash Drawer Serrings

Qk. H Cancelar ] Aplicar
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Buzzer Setting :

If you need buzzer prompt before or after printing, please select Printing
Properties\Printing References\Advance\Output Bin, as follows:

& TPB25 Printer Preferéncias de impressao

Layout F'apel.-"qualidade|

Selecdo de bandejas

Fonte de papel: | 5 hutomatica

Midia: | Cash Drawer #1 After Printing v|

QFk. H Cancelar ] Aplicar

Opcoes avancadas TP825EN

@ Configuragdo do documento avangado TPSZSEN
= % Papel/saida
Tamanho do papel: Prinker 30072.1% x 237 mm
Contagem de copias: 1 Copiar
= i& Opcdies de documento
Recursos avangados de impress3o: Ativado
Meio-tom: Selecdo Autornatica
Otimizagdes de impressdo; Ativado
= % Recursos da impressara
Cualidade de impress&o: Mok Prink MY Logo
Bandeja de Saida:

[Form]Beep After Printing
[Form]Beep Before Printing
[Report]Beep After Printing
[Report]Beep Before Printing

[ ] l [ Cancelar
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